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STRAW BALE BARRIER

2" SQUARE BY 4’ MINIMUM w0OD
STAKE. INSTALL 2 STAKES PER BALE.

TIGHTLY BUTT BALE ENDS\\\
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PLAN VIEW

STRAW OR HAY BALE

DO NOT DISTURB GROUND
ON BACKSIDE OF BALE

PLACE 3" OF EXCAVATED
MATERTAL ALONG THE
RECEIVING SIDE OF THE N
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KEY-IN BALES
4" DEEP

SECTION

NOTES FOR STRAW BALE BARRIER:

1. PLACE STRAW BALE BARRIERS BEFORE BEGINNING EARTH DISTURBING ACTIVITIES.

2. DO NOT PLACE STRAW BALE BARRIERS ACROSS NATURAL STREAM BEDS.

3. MAINTAIN A PROPERLY FUNCTIONING STRAW BALE BARRIER THROUGHOUT THE
Bﬁﬁé;éSN OF THE PROJECT OR UNTIL DISTURBED AREAS HAVE BEEN SEEDED AND

4. AFTER SURRGOUNDING AREAS HAVE BEEN STABILIZED, REMOVE BALES AND STAKES AND
LEVEL AND SEED THE AREA. BALES MAY BE BUSTED APART AND SPREAD AS MULCH.
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